
HIGH COST PERFORMANCE !

PAT.P PAT.P

CuCut powe power consumptio consumption by by 5050%

DispenserHighly functionalECODispenserHighly functionalECODispenserHighly functionalECODispenserHighly functionalECO

Dispense precision is improved,
130% compared to existing model.

Equipped with set up function 
for dispense condition.

Low-cost
marked

World’s 
first



CAT.No.SD80311-E-COPY

FEATURES

APPLICABLE DISPENSING MATERIALS APPLICATIONS

DISPENSING APPLICATIONS

SPECIFICATIONS EXTERNAL DIMENSION

EC06J0152

Dispense precision is improved, 130% compared 
to existing model.

Ultla-Light weight and compact design.

Specification of outputsignal can be changed/set arbitrarily.

RoHS & CE certificated.
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Equipped with wide-range dispense timer.

Equips with free power supply to corresponds all over the world.

Cut power consumption by 50%

Equipped with the most-advansed set up function for 
dispense condition

Unit:mm

NEW Syringe stand
This stand holds the syringe securely
during and after manual dispensing.
You can select from three sizes to 
match your syringe.

Model: SYS-1A (5ml)
SYS-2A (10ml)
SYS-3A (20~50ml)

Optional:Nozzle dryness prevention cap
SYS-CAP

Sealant dispensing for reinforcement
of mounted component Substrates coating Put adhesive on a portable

phone speaker
Dispense for the switch
part of Internal Panel Bond magnets in a motor


